### FLASHING

#### J-CHANNEL

<table>
<thead>
<tr>
<th>PART DESCRIPTION</th>
<th>7/8&quot; J Chan Smooth 10'</th>
</tr>
</thead>
<tbody>
<tr>
<td>FUNCTION</td>
<td>Caps siding cuts in gable ends when F-Channel design does not allow for easy caulking</td>
</tr>
</tbody>
</table>

### KEY DIMENSIONS:

- Exposure: 0.63"
- Overlap: N/A
- Pieces per square: N/A
- Length: 120"
- Width: 0.88"
- Height: 1.38"
- Min. Thickness: 0.019"

### CONSTRUCTION:

- Substrate: Aluminium
- Finish: Coordinating color matches
- Other: N/A

### WEIGHT:

- Per Piece: 0.78 lbs.
- Per Carton: 19.5 lbs.
- Per Pallet: N/A

### PACKAGING:

- Per Carton: 25
- Per Pallet: 100

### FEATURES:

Easy to work with aluminium substrate

### SUBSTRATE WARRANTY:

Limited Lifetime Product Warranty

### FINISH WARRANTY:

Diamond Kote® 30-Year No Fade Limited Warranty

### NOTES:

ALL SIZES AND PRODUCT DESCRIPTIONS ARE LISTED AS NOMINAL DIMENSIONS. REFER TO PRODUCT DRAWINGS FOR ACTUAL DIMENSIONS.