## 16" VERTICAL SIDING

### PART DESCRIPTION:
16"X16' 3/8" Vertical Panel

### FUNCTION:
Base panel for Vertical Board and Batten; Or Board on board installations

### KEY DIMENSIONS:
- Exposure: 13.25" (Between Battens)
- Overlap: 2.5" Minimum (On Batten Trim)
- Pieces per square: 4.68
- Length: 16'
- Width: 15.94"
- Height: N/A
- Min. Thickness: 0.315"

### CONSTRUCTION:
- Substrate: Strand LP® SmartSide®
- Finish: Diamond Kote®
- Other: N/A

### WEIGHT:
- Per Piece: 27.72 lbs.
- Per Bundle: 27.72 lbs.
- Per Pallet: 1989.9 lbs.

### PACKAGING:
- Per Bundle: 1 Each
- Per Pallet: 66

### FEATURES:
- Long panel helps eliminate horizontal joints; No groove square edge; LP® SmartGuard® Process

### SUBSTRATE WARRANTY:
LP® SmartSide® 5/50-Year Limited Warranty

### FINISH WARRANTY:
Diamond Kote® 30-Year No Fade Limited Warranty

### NOTES:
This product cannot be installed horizontally. Vertical siding may only span one plate-to-plate. Each vertical application is not to span beyond one floor to ceiling distance, or one floor to top of gable distance.

---

ALL SIZES AND PRODUCT DESCRIPTIONS ARE LISTED AS NOMINAL DIMENSIONS. REFER TO PRODUCT DRAWINGS FOR ACTUAL DIMENSIONS.